NOTES:

NOTES AND DIMENSIONS SHOWN ON A BATHROOM
APPLY ALL BATHROOM SINCE THEY ARE ALL THE

SAME LAYOUT, JUST MIRROR IMAGES.

ONLY PROVIDE ADA GRAB BARS AT TWO TOILETS

AS INDICATED.
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NOTE:

INSTALL ALL ITEMS PER MANUFACTURER
INSTRUCTIONS, UNLESS OTHERWISE NOTED OR
DIMENSIONED.
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General Notes:
| |
, ) 2-6" MIN. CLR. FLOOR SPACE All architectural, structural, mechanical, electrical and plumbing work
r-0" YR 3-61/8 EQ.  EQ. shall meet applicable codes.
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6" TYP ), S0 1/8 I-4" Vo drawings
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Occupancy Type (IBC Chapter 3):
Group U Restroom/Storage Building
Construction Type (IBC Chapter 6 & Table 601)
Type V-8
One Story
Occupant Load (IBC Chapter 10 and table 1003.2.2.2)
Building is an accessory structure to the park and does not have a specific occupant load.
Proposed Building Area (Area within exterior walls exclusive of vent shatts, interior walls and courts)
Main Level: 520 SF
Area Calculations (Per IBC 506.1)
Basic Allowable (Table 503) 5500 SF
Plumbing Fixture Calculations (IBC Chapter 29)
Restroom building does not have any occupants specific to the building. 6 unisex bathrooms are provided with 1 toilet, 1 lavatory each.
1 Service sink is provided in the mechanical room and one drinking fountain/bottle filler is provided on the exterior.
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FLOOR BASE NORTH EAST SOUTH WEST S h e et | n d eX.
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P1.1 PLUMBING FLOOR PLAN
105 BATH 5 CMU PT. CMU PT. PT. PT. GWB PT. 1+9'-0" 1x2 TRIM @ WALL/CEILING, PT., 4” EPOXY QUARTZ COVE BASE, PREP FLOOR FOR EPOXY PER MANUFACTURER INSTRUCTIONS. P2.1 PLUMBING RISERS
106 BATH 6 PT. CMU PT. CMU PT. PT. GWB PT. 19'-0" 1x2 TRIM @ WALL/CEILING, PT., 4" EPOXY QUARTZ COVE BASE, PREP FLOOR FOR EPOXY PER MANUFACTURER INSTRUCTIONS. M1.1HVAC FLOOR PLAN
107 | MECH/STOR. CMU PT. E1.1 ELECTRICAL FLOOR PLAN
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SANITARY PLUMBING FLOOR PLAN

am ” b ”
= W SCALE: 1/4” = 1'-0

0

2’

CONSTRUCTION NOTES

@ UNDERGROUND SANITARY PIPING WAS INSTALLED IN FIRST PHASE OF CONSTRUCTION AND STUBBED ABOVE FINISH

2> EXISTING VENT STUB.

PLUMBING FIXTURE SCHEDULE

PLAN FAUCET OR | FIXTURE
oLAN DESCRIPTION MANUFACTURER| CATALOG NO. |  COLOR | FAUCET OR | FIXTURE
ADA COMPLIANT. WATER CLOSET, FLOOR MOUNT VITREOUS
We—t | CHINA, 1.6 GPF, SIPHON JET FLUSHING, ELONGATED BOWL, 1 MANSFIELD 1319 WHITE FV—1
h . ADRIATIC
1/2" TOP SPUD, 17" BOWL HEIGHT 1,25
SEAT | ELONGATED OPEN FRONT SEAT LESS COVER CHURCH 2955SCT WHITE N/A
ADA COMPLIANT: LAVATORY, WALL MOUNT VITREOUS CHINA
WITH BACKSPLASH, CONCEALED ARM CARRIER, OFFSET DRAIN, DOTBHBNS
LAV=1"| 21"x18" OVERALL DIMENSIONS, 16”x10" BASIN, 4" FAUCET MANSFIELD | GRAND ISLE WHITE F-1 12,35
CENTERS, AND 3/8” ANGLE SUPPLIES WITH STOP
HOSE BIB, 3/4” MALE HOSE THREAD, 3/4" COPPER TUBE
HB=1 | INLET, KEY OPERATED, STANDARD "0 SIZE WASHER VALVE WOODFORD | MODEL 21 CHROME N/A 14
SEAT & WATTS BAC.

r——
|
|
|
|

MECH/STOR.

1
|
|
|
|
|

]

=& = 7y

GENERAL NOTE:

SEE CONSTRUCTION DRAWINGS DATED 1.26.18
FOR ADDITIONAL INFORMATION ABOUT ORIGINAL
BUILDING CONSTRUCTION. THIS DRAWING SET IS
FOR THE "FUTURE BATHROOMS™ THAT WERE
REFERENCED IN THE ORIGINAL CONSTRUCTION
DRAWINGS.

FLOOR TO FACILITATE INSTALLATION OF NEW PLUMBING FIXTURES IN BATHROOM BUILD-OUT.
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‘ L NOTE:

| . WATER PIPING ABOVE GRADE
‘ L TO BE COPPER. WATER PIPING
} o BELOW GRADE TO BE PEX.
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WATER SUPPLY FLOOR PLAN

TIE _IN NEW WATER SUPPLY
PIPING AT EXISTING STUBS
IN MECH. ROOM

MECH /STOR.

-Nz——

o/

SCALE: 1/4" = 1'-0"

PLUMBING FAUCET & FLUSH VALVE SCHEDULE
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g SANITARY VENT THROUGH ROOF ~ ——————HOT WATER LINES
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FAUCET FAUCET
ovee DESCRIPTION MANUFACTURER | CATALOG NO. COLOR NOres
ADA COMPLIANT: WATER CLOSET FLUSH VALVE, BATTERY OPERATED
FV=1 | SENSOR EXPOSED TYPE FLUSHOMETER, 1.6 GPF, 1 1/2” TOP SPUD, 1" gb%’ﬂ 8111 CHROME 1,3
IP.S. SUPPLY, ADJUSTABLE TAILPIECE
ADA COMPLIANT, SENSOR ACTIVATED BATTERY OPERATED FAUCET WITH PTHA 10
F=1 | INTEGRAL MIXER. 1.5 GPM, CONCEALED SUPPLIES, LOW BATTERY SLOAN  |car1s0cisti_ic|  CHROME 1,2

INDICATOR, SOUIX CHIEF 660 MINIRESTORS

FIXTURE & FAUCET SCHEDULE NOTES

1. PROVIDE ALL NECESSARY MOUNTING ACCESSORIES, TRIM, AND HARDWARE REQUIRED FOR A COMPLETE AND OPERABLE INSTALLATION

INCLUDING: CHROME PLATED BRASS BODIED STOPS, CHROME PLATED COPPER TUBE RISERS, CHROME ESCUTCHEONS, POLISHED CHROME
CAST BRASS P-TRAP WITH CLEANOUT AND APPLICABLE MATCHING STRAINERS & DRAIN ASSEMBLIES.

2. APPLY MATCHING SEALANT AT ALL INTERSECTIONS OF FIXTURE BODY AND WALL/FLOOR SURFACES.

3. FIXTURE AND COMPLETE INSTALLATION SHALL COMPLY WITH I.B.C. CHAPTER 11 (ADA) REQUIREMENTS.
— LAVATORIES: PROVIDE OFFSET TAILPIECE WITH WHEELCHAIR STRAINER ASSEMBLY. WRAP DRAIN ASSEMBLY, ANGLE STOPS, AND SUPPLY
TUBES WITH NON—YELLOWING, FIRE RETARDANT VINYL COVERS WITH SNAP CLIP, FLUSH MOUNTED REUSABLE FASTENERS. ANGLE STOP
VALVES SHALL BE SECURED WITH LOCKING LID ACCESS COVERS AND P-TRAP SHALL INCLUDE CLEANOUT CAP TO ALLOW SERVICE WITHOUT

DISASSEMBLY.

4. PROVIDE CONCEALED ARM CARRIER TO SUPPORT WALL HUNG FIXTURE INDEPENDENT OF WALL. VERIFY WALL THICKNESS AND CONSTRUCTION

TYPE.

5. FIXTURE COLOR FOR BASE BID SHALL BE WHITE UNLESS NOTED DIFFERENTLY IN SCHEDULES. FIELD VERIFY FINAL COLOR SELECTION WITH
OWNER /ARCHITECT PRIOR TO FIXTURE ORDER. ANY VARIATION FROM THE BASE COLOR SHALL BE CONSIDERED AS AN ADD ALTERNATE.

10.

n.

12.
13.

14.
15.

ALL WORK SHALL BE COMPLETED IN ACCORDANCE WITH STATE AND LOCAL PLUMBING CODES

PLUMBING CONTRACTOR SHALL COORDINATE WITH ALL OTHER TRADES BEFORE BEGINNING ANY INSTALLATION AND CONTINUING
THROUGH OUT THE PROJECT.

ALL WASTE, VENT AND STORM SEWER PIPING SHALL BE SCHEDULE 40 PVC PIPE (UNLESS NOTED OTHERWISE)
ALL ABOVE GRADE WATER SUPPLY PIPING SHALL BE TYPE "L" COPPER OR CROSS LINKED POLYETHYLENE (PEX) TUBING.

ALL BELOW GRADE WATER PIPING SHALL BE TYPE "K" COPPER, PROTECT WITH 1/2" FOAM PIPE INSULATION WHEN
PENETRATING CONCRETE SLABS OR WALLS.

OTHER STATE APPROVED DOMESTIC WATER PIPING WILL BE ACCEPTED WITH PRIOR APPROVAL.

MINIMUM PITCH ON ALL HORIZONTAL SANITARY WASTE DRAIN LINES ARE AS FOLLOWS UNLESS NOTED OTHERWISE ON PLANS
o LESS THAN 3" IN DIAMETER — MINIMUM OF 1/4" PER FOOT.
3" T0 6" DIAMETER — MINIMUM OF 1/8" PER FOOT.
o 8" AND OVER IN DIAMETER — MINIMUM OF 1/16” PER FOOT.

PLUMBING PIPING INSULATION:

o DOMESTIC COLD, HOT AND RECIRCULATED HOT WATER PIPING SHALL HAVE A MINIMUM FLAME SPREAD RATING OF 25
AND A SMOKE DEVELOPED RATING OF 50. ALL JOINTS & SEAMS SHALL BE SEALED. INSULATE WITH THE FOLLOWING:

o FLEXIBLE ELASTOMERIC THERMAL INSULATION. 1/2" THICK CLOSED CELL POLYOLEFIN FOAM TYPE PIPE INSULATION.
o 1" GLASS FIBER TYPE INSULATION W/ KRAFT JACKET.

PROVIDE AND INSTALL SUITABLE HANGERS AND SUPPORTS FOR ALL PIPING, WASTE, VENT, WATER, GAS ETC. IN
ACCORDANCE WITH APPLICABLE CODES.
PROVIDE ESCUTCHEONS TO FINISH OFF OPENINGS WHEN EVER EXPOSED PIPES PASS THROUGH FLOORS, WALLS, OR CEILINGS.

PROVIDE NECESSARY EXPANSION LOOPS OR FITTINGS TO LIMIT PIPE EXPANSION/CONTRACTION BASED ON SPECIFIC MATERIAL
RECOMMENDATIONS, TEMPERATURE, AND LENGTH OF PIPING RUN.

PROVIDE DIELECTRIC PIPE FITTINGS WHEREVER DISSIMILAR PIPE MATERIALS ARE CONNECTED.

ANY PLUMBING PENETRATIONS THROUGH FIRE RATED ASSEMBLIES OR MEMBRANES SHALL BE U.L. LISTED AND INSTALLED IN
SUCH A MANNER, TO MAINTAIN THE FIRE RATING OF THE ASSEMBLY OR MEMBRANE.

THE WATER PIPING SYSTEM SHALL BE DISINFECTED IN ACCORDANCE WITH THE WISCONSIN PLUMBING CODE.

MATERIALS USED FOR THE PLUMBING SYSTEMS SHALL COMPLY WITH THE STANDARDS SET WITH THE WISCONSIN
PLUMBING CODE.

PROJECT:

BUILD—OUT

RESTROOM BLDG.

ST.

CROIX COUNTY RIVER LOOP CROSSING

HOULTON, WISCONSIN

PLUMBING FLOOR PLAN

SHEET NO.

3
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| . SEE 2/M1.1 FOR DUCTWORK ROUTING. | FOR ADDITIONAL INFORMATION ABOUT ORIGINAL
| o | BUILDING CONSTRUCTION. THIS DRAWING SET IS
| o | FOR THE "FUTURE BATHROOMS” THAT WERE
‘ L ‘ REFERENCED IN THE ORIGINAL CONSTRUCTION
| . I M | DRAWINGS.
| T A A | o |
| |
—— A3 |  BAH 4 MECH/STOR. |
| - | | 108 |
e 103 | A Y | |
| i ! ! S - b |
8 ‘ ‘ — L ‘ ‘ |
| i TCCIIIIIITT | ] n I [ i |
U | e '~ - '~ |
. | T T—T T O :
=== SRR - : w |
o ] |
} e — - }
| |
| |
| |
| |
|
/7 HVAC FLOOR PLAN  ‘m i
~Nad—— 1 TR - e —
M1.1 SCALE: 1/2" = 1'-0
PLAN |  SERVING CCAOP(,)J\_(lill\ITGY CFLEPAAT(':TTGY CA CLEC. CHAR FAN REPR. MFG. & MODEL NO. | REPR. MFG. & MODEL NO. | SEER |\ o TYPE DESCRIPTION LOCATION KW | VOLT/PH |  AMPS MANUFACTURER — #MODEL NUMBER NOTES NOTE:
SYMBOL | INDOOR UNIT MBH MBH : : MOTOR OUTDOOR UNIT INDOOR UNIT RATING ALL DUCTWORK IS EXISTING.
CH-5 COVE HEATER 105 9 240,/1 4 BERKO — RCC9024C 1,2,3
MS-1 MS-1 48 54 42 230,/60/1 1.9 - MITSUBISHI — MSZ-GEO9NA-8 | 19 1
CH-6 COVE HEATER 106 9 240/1 4 BERKO — RCC9024C 1,2,3
NOTES: - -
NUIES! [
1. PROVIDE WITH MITSUBISHI MHK1 T—-STAT CONTROLLER. MOUNT IN MECH. ROOM AND USE TEMP SENSOR ON INDOOR UNIT HEAD FOR REMOTE CONTROL OPERATION. ‘
1, EQUIPMENT OF EQUAL QUALITY AND PERFORMANCE MAY BE SUBSTITUTED WITH PRIOR APPROVAL. — |
===y ‘
2. UNIT TO HAVE INTEGRAL THERMOSTAT - — —— T BATH 5 |
3. SET THERMOSTAT TEMPERATURE AND REMOVE CONTROL KNOB TO ALLOW FOR TAMPER PROOF OPERATION. TURN OVER CONTROL KNOB TO OWNER.  ————————— o r“jjjjj ; i
,,,,,, 4]
| BATH 2 o |
] |
. & T T T ‘ ‘
= - | |
PORCH © k7o) [ j 3o }
@L = | !
EXHAUST FAN SCHEDULE MECHANICAL GENERAL NOTES ] ] o e () Hoee o O |
PLAN MOTOR FAN s 7 (L M T4 |
sywBoL | SERVING | CFM | ESP | RPM | 0™ | ELEC. CHAR. | MCA | DRIVE | [ioe | REPR. MFGR & MODEL NO. NOTES " S D |
P. 1. ALL WORK SHALL BE COMPLETED IN ACCORDANCE WITH STATE AND LOCAL CODES. Cj\ \ ¥ ‘
FF-6 106 75 | 0.125| 1750 | FRAC. 120/1 FRAC. |DIRECT| CENT. BROAN — QXTE8O 1,2 , e P L L 12x8 }
2. INSTALL ALL EQUIPMENT IN ACCORDANCE WITH MANUFACTURER’'S RECOMMENDATIONS. @j ] ] |
FF-7 107 75 | 0.125| 1750 | FRAC. 120/1 FRAC. |DIRECT| CENT. BROAN — QXTE8O 1,2 e = - |
NOTES. 3. CONTRACTOR IS RESPONSIBLE FOR VERIFYING AND COORDINATING FINAL HVAC EQUIPMENT LOCATIONS WITH OTHER TRADES AND Pl Al | |
: ENGINEER. -l K) [ B8 1 o 1268 - |
1, EQUIPMENT OF EQUAL QUALITY AND PERFORMANCE MAY BE SUBMITTED WITH PRIOR APPROVAL. | Y E N}Hﬂﬂﬂﬂm | | ‘
e NelnN |
9 INTERLOCK WITH SPACE LIGHTING 4. PROVIDE (2) COPIES OF 3-RING BINDERS WITH O&M MANUALS, AND BALANCING REPORT TO AC/a. PROVIDE START-UP TO | . S i i i
ASSURE AN EFFICIENTLY OPERATING SYSTEM TO THE OWNER'S SATISFACTION. ! / o |
ot o —— !
5. ANY HVAC PENETRATIONS THROUGH FIRE RATED ASSEMBLIES SHALL BE A U.L. LISTED ASSEMBLY. MATCHING THE HOURLY || R MECH /STOR. |
RATING OF THE FLOOR/WALL PENETRATION. SEE ARCHITECTURAL PLANS FOR LOCATIONS OF THE FIRE RATED ASSEMBLIES AND - BATH 4 |/ }
U.L. PENETRATION DETAILS. |
|
|
|
|
|
|
|
|
|
|

6. ALL L.P. GAS FIRED APPLIANCES SHALL BE VENTED IN ACCORDANCE WITH THE MANUFACTURER'S INSTRUCTIONS AND ACCORDING
TO FEDERAL, STATE, AND LOCAL CODE REQUIREMENTS. CONTRACTOR SHALL INSTALL ALL GAS PIPING AND CONNECT TO ALL
APPLIANCES PER NFPA 54. ALL PIPING SHALL BE BLACK IRON STEEL IN ACCESSIBLE AREAS. CORRUGATED STAINLESS STEEL IN
CONCEALED SPACES. PROVIDE DRIP LEG, GAS COCK AND FLEXIBLE CONNECTOR AT EACH APPLIANCE ALONG WITH REGULATORS
AS REQUIRED. REGULATORS, IF REQUIRED, SHALL REDUCE THE L.P. GAS PRESSURE TO THE FINAL PRESSURE REQUIRED BY THE
SPECIFIC APPLIANCE CONNECTED.

7. MECHANICAL CONTRACTOR TO PROVIDE AND INSTALL ALL LOW VOLTAGE WIRING RELATED TO THE HVAC SYSTEM PER LOCAL,
STATE AND NATIONAL CODES.
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GENERAL NOTE:
SEE CONSTRUCTION DRAWINGS DATED 1.26.18
FOR ADDITIONAL INFORMATION ABOUT ORIGINAL
BUILDING CONSTRUCTION. THIS DRAWING SET IS
FOR THE "FUTURE BATHROOMS” THAT WERE
REFERENCED IN THE ORIGINAL CONSTRUCTION
LIGHTING FIXTURE SCHEDULE DRAWINGS.
TYPE MANUFACTURER MODEL # LAMPS | WATTAGE DESCRIPTION NOTES
1 LIGHTOLIER S7R840K10 LED 15 7" LED DOWNLIGHT, 1000 LUMEN, 4000K, 80 CRI -
2 DAYBRITE LPLS2L30-40K—-UNV—F1 LED 30 2’ LED WALL MOUNT VANITY FIXTURE, 2080 LUMEN, 4000K, 80 CRI -
GENERAL NOTES:
— PROVIDE ALL REQUIRED MOUNTING ACCESSORIES TO INSTALL A COMPLETE FINISHED AND OPERABLE LIGHTING SYSTEM TO THE OWNERS SATISFACTION.
— CODE COMPLIANCE — IECC 2009 AS ALLOWED BY THE IECC 501.2 AMENDED BY SPS 363.0501.
— SUBSTITUTE FIXTURES SHALL BE EQUAL TO SPECIFIED FIXTURE IN APPEARANCE AND QUALITY — BALLAST TYPE, LAMP TYPE, AND WATTAGE SHALL REMAIN THE SAME.
— FINISH OF FIXTURES SHALL BE UNIFORM IN QUALITY AND APPEARANCE, DURABLE AND FREE OF DEFECTS.
NOTES:
E UIPMENT CONNECTION SCHEDULE FED FROM UTILITY VOLT 120/240|AMPS 200 [NOTES: PANEL
Q LOCATION MECH. ROOM PHASE 1 MAIN M.CB.
EQUIPMENT NAME MCA HP/KW | VOLT/PH DISCONNECTING MEANS NOTES = e ML S L Pl
i | MR CIRCUIT NAME KW R KW CIRCUIT NAME DHEREEY | e
EF-6,7 1.73 - 120V |INTEGRAL ON UNIT - # _|AMP/POLE A B AMP/POLE| #
1 20/1 RECEPTACLE 0.36 0.61 0.25 INTERIOR LIGHTING 20/1 2
CH-5 4.6 9 KW 240/1 BREAKER — PANEL P1 B 3 20/1 RECEPTACLE 0.36 0.42 0.06 EXTERIOR LIGHTING 20/1 4
CH-6 46 .9 KW 240/1 | BREAKER — PANEL P1 - 5 20/1 RECEPTACLE 0.54 | 0.63 0.09 CP-1 201 6
HAND DRYER 10.4 1 KW 120V BREAKER — PANEL P1 _ 7 20/1 RECEPTACLE 0.36 0.53 0.17 EF-1,23.4.5 20/1 8
GENERAL NOTES: 9 20/1 SPARE 0.09 0.09 EF-6.7 20/1 10
— ELECTRICAL CONTRACTOR SHALL PROVIDE AND INSTALL ALL LISTED DISCONNECTS. Sl SPARE 0.00 SPARE i
13 0.90 1.80 0.90 14
— ALL DISCONNECT SWITCHES SHALL BE GENERAL DUTY TYPE LISTED AND RATED FOR LOCATION SHOWN. = 202 CH-1.2 0 oo CH-3.4 20/2 -
17 4.03 6.53 2.50 18
50/2 MS-1 FFH-1 30/2
19 4.03 6.53 2.50 20
21 2.25 6.75 4.50 22
30/2 WH-1 B-1 60/2
23 2.25 6.75 4.50 24
25 1.20 2.40 1.20 SEPTIC PUMP 20/1 26
20/2 WELL PUMP/CONTROLLER
27 1.20 1.50 0.30 SEPTIC PUMP ALARM 20/1 28
29 0.90 1.90 1.00 HAND DRYER 20/1 30
20/2 CH-5.6
31 0.90 1.90 1.00 HAND DRYER 20/1 32
33 0.00 34
35 0.00 36
37 0.00 38
39 0.00 40
41 0.00 42
PROVIDE WITH EQUIPMENT GROUND BAR 20.71 19.43 BREAKERS SHALL BE PLUG-ON TYPE
TOTAL CONNECTED (KVA) 40.144
TOTAL DEMAND AMPS 167

e | BATH 3 _ ATH 4 | et
103 104
. 2\ POWER PLAN

\&/

SCALE: 1/4" = 1"-0"

EXISTING [/
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P1 /]
L
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B
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ELECTRIC GENERAL NOTES

LIGHTING LEGEND

1. ALL WORK SHALL BE COMPLETED IN ACCORDANCE WITH NATIONAL,
STATE AND LOCAL ELECTRICAL CODES.

2. COORDINATE WORK WITH ALL OTHER TRADES.

3. EQUIPMENT SHALL BE INSTALLED IN ACCORDANCE WITH
MANUFACTURER'S RECOMMENDATIONS.

4. ALL WIRING SHALL BE INSTALLED IN APPROVED RACEWAYS.

5. ALL EQUIPMENT GROUNDING CONDUCTORS SHALL BE INSTALLED AT
ALL LOCATIONS.

6. USE COMMERCIAL GRADE RECEPTACLES AND SWITCHES. PROVIDE
LIGHT ALMOND COLORED DEVICE AND PLATES.

7. ALL MEASUREMENTS TO TOP OF BOX. RECEPTACLES SHALL BE 20"
AF.F. SWITCHES SHALL BE 48" AFF.

=

F——1 SURFACE WALL MOUNTED LED FIXTURE

SURFACE MOUNT 1x4 LED FIXTURE

$

0C1

F—&— SURFACE CEILING MOUNT LED FIXTURE

O
Q

RECESSED DOWNLIGHT

SURFACE WALL MOUNTED FIXTURE

SINGLE POLE SWITCH

WALL MOUNTED SINGLE LEVEL OCCUPANCY SENSOR
DUAL TECHNOLOGY

WALL MOUNTED DUAL LEVEL OCCUPANCY SENSOR
DUAL TECHNOLOGY

CEILING MOUNTED OCCUPANCY SENSOR
DUAL TECHNOLOGY

INDICATES FIXTURE TO REMAIN ON FOR
SECURITY PURPOSES

INDICATES LIGHT FIXTURE SWITCH-LEGS
INDICATES PANEL AND CIRCUIT NUMBER
INDICATES LIGHT FIXTURE TYPE

INDICATES CONTROLLED BY PHOTOCELL
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